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 Parker Hannifin has introduced the R9 
Diaphragm Rocker Isolation Valve, a family of ultra-
compact 9mm, fluidic valves. 
Designed to improve the performance of Clinical 
Diagnostic, Analytica Chemistry and Agent 
Detection systems requiring high precision fluid 
control, R9 delivers impressive liquid dispensing 
performance from a solution measuring just 9mm 
wide. 

The R9 valve can be mounted easily over micro 
plates, eliminating the requirement for transfer 
lines, improving performance and saving space. 

Customer Benefits  

 Significant Space Savings -  44% reduction 
in width. 

 Designed to offer low carryover particulate 
and crystallisation resistance 

 Instant return on investment - easy 
installation, mounting side to side for 
dispense over 96 well microplates 

To read more about the R9 please click here 
 

---------------------------------------------------------------------------------------------- 

  Nitto Kohki – our latest addition 
to our product range of pumps and quick couplings. 

               

We are very pleased to announce that we have recently signed a 
distribution agreement with Nitto Kohki, which is a world-renowned 
Japanese designer and manufacturer of high-tech components, tools and 
machines. The agreement will cover Nitto’s range of pumps, air 
compressor and quick couplings. 
 

To read more about Nitto Kohki and their range of linear pumps 
and air compressors, please click here. 

New Latching X (LX) Valve Delivers 
Smaller, Lower Power and 

Lightweight Solution for Medical 
Applications 

 
Click the picture for more information 

 

Foreword 

In the end of last year we added a new 
supplier to our existing range of 
pumps and quick couplings. The 
supplier is Nitto Kohki which is a 
renowned global company with most 
of the manufacturing in Japan. 
 

Our main product range of pumps will 
still come from Parker Hannifin, but 
the Nitto pumps will be a very good 
complement. You can read more about 
Nitto Kohki and the products here 
 

Regarding new products we are 
presenting a couple of new miniature 
valves from Parker Hannifin. It is the 
small and compact R9 and LX valves 
which you can read more about in this 
newsletter. 
 

Our supplier of plastic fittings and 
bioprocess components, Nordson 
Medical, is also launching a number of 
new products which you can read 
about on the last page. 
 

Please contact us at info@aldax.se or 
thru our contact page contact , if you 
have any questions. 
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LinkTech Quick Couplings - The Market Leader in 
Multi-Purpose Interchangeable Thumb-Latch Quick 
Couplings. 

 
LinkTech produces the world’s largest product offering of multi-purpose 
quick couplings for medical, industrial and food applications. With its 
intuitive thumb-latch design, LinkTech's audible "click" ensures a secure 
connection as well as a one-hand disconnection.  

LinkTech’s product offering spans over 15 products lines in flow sizes 
from 1/16” to 1/2”. With over 9,500 standard styles, these quick couplings 
are produced in several different engineered materials to meet 
performance, sterilization, and chemical demands. 

             

Please click on the pictures above to learn more about each application 

or Contact ALDAX learn more about the market leader in multi-purpose 
interchangeable thumb-latch quick couplings. 

Back to content 

3 
 

Parker Hannifin has introduced a miniature latching 
pneumatic solenoid valve typically for air and oxygen 
delivery, the LX Valve. 

 

 

The new latching X (LX) Valve delivers smaller, lower power and 
lightweight solution for medical applications 

Intended for applications in the medical and life sciences sectors, LX Valve 
is designed especially for safety and security tasks such as agent detection, 
as well as environmental monitoring - both portable and stationary.  

Other applications include patient therapy (NPWT and IV pumps) and 
respiratory and anesthesia markets. 

Click here to learn more about the new LX Valve 

Back to content 

  

http://www.linktechcouplings.com/Applications/MedicalQuickCouplings.aspx
http://www.aldax.se/contact/
http://aldax.se/wp-content/uploads/2015/03/Series-LX-Valve.pdf
http://aldax.se/wp-content/uploads/2015/03/Series-LX-Valve.pdf
http://www.linktechcouplings.com/Applications/IndustrialQuickCouplings.aspx
http://www.linktechcouplings.com/Applications/FoodGradeCouplings.aspx
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Parker Legris CleanFit Connection Solutions for Life 
Sciences & Clean Rooms 

 

 

 

 
The CleanFit range, composed of bio-polymer fittings, PU and PFA tubing, 
drives high-tech equipment beyond current connection limits in terms of 
cleanliness, reliability and safety. This ultra-clean sterilizable range ensures 
perfect compatibility with most gases, including pure and medical fluids, 
thereby complying with most demanding applications and standards in life 
science and industrial clean process applications. 
 
CleanFit products help ensure that there is zero risk of contamination, 
damaged or unsafe products, or losses due to production stoppages. 
 
FDA-approved, classified ASTM B93-03 B level 300, certified ISO 15001, and 
tested for clean rooms according to VDI 2083-8 and ISO 14644, the CleanFit 
range is available in a metric version from 4 mm to 12 mm, with specific 
packaging to ensure product integrity until the first use. 
 

Click here to read more about the Legris CleanFit products 

 

Back to content 

5 
 

Benefits of Using Micro Pumps and Miniature Valves in 
Sidestream Capnography                      Source: Parker Hannifin 

 
 
 

 

Sidestream capnography 
measure the concentration 
of CO2 expelled in 
respiratory gases by 
pulling a sample of a 
patients exhaled gas from a 
breathing circuit through 
tubing that directs itself to 
an infrared sensor in a 
remote patient monitor. 
This white paper discusses 
the advantages of using 
micro pumps as well as 
miniature valves in this 
measurement technique. 

 

Download the white paper here - Parker-Capnography-WhitePaper-2013 

Back to content 

http://aldax.se/wp-content/uploads/2016/01/Parker-Legris-CleanFit-fitttings.pdf
http://aldax.se/wp-content/uploads/2016/01/Parker-Capnography-WhitePaper-2013.pdf
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New Bioprocessing single-use components from 
Nordson Medical / Value Plastics 

 

 

 

Pharmalok clamps provide a significant advancement for the industry, as a 
number of existing solutions either require tools for closure or consist of 
multiple components, which turns what should be a simple operation into a 
difficult and awkward process. 

Easily operated with one hand, PharmaLok’s Patent pending design allows 
effortless attachment of fittings to bag ports and filters.  

PharmaLok™ clamps are ASME BPE compliant and operate at a maximum 
pressure of 80 psi. Single-use and easy-open clamp sizes include .5” to .75“ 
and 1” to 1.5“, and the tube clamp supports tubing sizes from .5” to 1.25“. 

Click here to learn more about the Pharmalok 

----------------------------------------------------------------------------------------------- 

 

SCV Series barbed check valves were developed to provide a reliable 
mechanical connection and simplify tubing assemblies that often require 
multiple parts needed for in-line check valves. Available in medical grade 
materials and multiple barb sizes the valves feature more precise, lower 
crack pressures, higher flow rates and operate in any spatial orientation. 

All check valves feature DEHP- and latex-free silicone diaphragms and all 
materials of construction satisfy USP Class VI and ISO 10993 criteria. 

SCVSeries.com for full details 

Back to content 

For more information please contact Aldax at contact 

               

ALDAX AB, Älvsjövägen 5, SE-125 34  Älvsjö, Sweden 
Tel: +46 8 449 64 20, Fax +46 8 449 64 70 

E-mail: info@aldax.se, www.aldax.se 
VAT No: SE556275779801 ISO 13485 Certified  

http://www.bioprocesscomponents.com/pharmalok-features.html
http://www.scvseries.com/
http://www.aldax.se/contact/
mailto:info@aldax.se
http://www.aldax.se/
http://aldax.se/wp-content/uploads/2015/02/Certificate-13485-en.pdf
http://www.parker.com/portal/site/PARKER/menuitem.223a4a3cce02eb6315731910237ad1ca/?vgnextoid=29e9000b2875e210VgnVCM10000048021dacRCRD&vgnextfmt=EN
http://www.nordsonmedical.com/default.aspx
http://www.linktechcouplings.com/
http://www.electroad.es/
http://www.ark-plas.com/
http://www.nitto-kohki.eu/en/

